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KEY BENEFITS SUMMARY

•	 Consistent and fast curing due to 
2-component system

•	 Easy application with side-by-side 
twin cartridge and static mixer

•	 Tack free after 30 minutes

•	 Excellent mechanical properties

PRODUCT INFORMATION

Description
illbruck DG210 Direct Glazing Fast Curing 
Adhesive is a 2-component neutral curing 
silicone adhesive for industrial bonding 
applications. 

Usage/Purpose
Excellent suitability for  strong but flexible 
bonding of IG units to window frame and 
sash (Fig. 1).
Example: Bonding for partial 
reinforcement of the sash (Fig. 2), 
bonding of profiles that don‘t allow steel 
reinforcement (Fig. 3) and for intrusion-
resistant glazing (Fig 4).

Properties
•  illbruck DG210 is a 2-component, 

ethanol based silicone system easy to 
use with a side-by-side twin cartridge 
and static mixer. 

•  Curing starts after mixing the 
components with a ratio of 1:1. 

•  Due to the 2-component system, 
curing is consistent and fast and not 
dependant on the ambient humidity.

•  At room temperature, the pot life is 
approx. 15 min and after 30 min the 
surface is tack free.

Advice: After longer storage periods, 
the pot life and tack free time will 
extend  up to 60 min. The cured material 
has excellent mechanical properties 
and is weather and UV-resistant. The  
A-component is not reactive. The 
B-component  on its own cures very 
slowly with ambient humidity, but will not 
achieve the mechanical properties of the 
proper mixed A and B components. 

Colour
Dark grey

Packaging

Item N° Content N°/Box

378301 2 x 200 ml 6

378302
static mixer

each 6

378026
air gun

each 1

Availability
Direct from Tremco illbruck (see back of 
leaflet for address and telephone details).

USAGE GUIDELINES

Surface Preparation
•  Bonding substrates must be clean, 
 dry, free of grease and from 

substances likely to impair adhesion. 
•  Recommended wash primer is illbruck 

AT160. Due to substrate variation, 
 pre-testing is mandatory. 
•  Please follow the illbruck AT160 

technical datasheet for instructions on 
how to use the wash primer.

Application
•  Screw off the connection nut and open 

the cap of the side-by-side cartridge.
•  Put the cartridge into the application 

gun.
•  Squeeze out a small amount to mix 

the two components in the cartridge.
•  Put the static mixer onto the cartridge 

and fix it with the connection nut. 
Squeeze out a bead of 10—20 mm. 
The cartridge is now ready to use.

•  Apply the adhesive to the substrate 
and assemble the parts immediately.

•  After finishing, leave the mixer on the 
cartridge or  close the cartridge with 
the cap and fix it with the connection  
nut.

Cleaning
Immediately remove all excess 
adhesive with a suitable cleaner. Cured 
illbruck DG210 can only be removed  
mechanically.
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Adhesion Table
(+ = No Primer Required)

Aluminium +

Galvanized Steel +

Iron +

Anodized aluminium +

Copper +

Brass +

V2A– Steel +

Polyester + , AT160*

PVC - U + , AT160*

Glass +

* AT160 may be required - always test substrate

Consumption Advice

Gap Dimensions
width x depth 

(mm)

Approximate Usage 
per  2 x 200 ml 
cartridge (m)

5 x 3 26.6

10 x 4 10.0

15 x 5 5.3

Health & Safety Precautions
Product Safety Data Sheet must be 
read and understood before use.  For 
professional users only. 

A company approved to BS EN ISO 9001:2008
‘Tremco’ and ‘illbruck’
are Registered Trade Marks DG210/12

Technical Data

Property Standard Result

Colour
White

Comp. A

Black

Comp. B

Density
1.25 g/cm3

Comp. A

1.86 g/cm3

Comp. B

Mixing Ratio 1:1 by volume

Pot Life
Approx. 15 min to 60 min depending  

on the storage time

Consistency Non sagging

Application Temperature +5°C to +40°C

Tensile Strength DIN 53 504 S2 1.25 N/mm²

Elongation at Break DIN 53 504 S2 200%

Tensile Strength ISO 8340 0.65 N/mm²

Elongation at Break ISO 8340 approx. 165%

Elastic Recovery ISO 8340 approx. 60%

Shore A Hardness DIN 53505 approx. 32°

Storage
Store upright in shaded dry conditions 
between +5°C and 25°C. 

Shelf Life
6 months when stored as recommended 
in original unopened containers. 

Technical Service
Tremco illbruck has a team of experienced 
Technical Sales Representatives who 
provide assistance in the selection and 
specification of products.  For more 
detailed information, service and advice, 
please call Customer Services on  
0191 419 0505.

Guarantee / Warranty
Tremco illbruck products are 
manufactured to rigid standards of quality.  
Any product which has been applied (a) in 
accordance with Tremco illbruck written 
instructions and (b) in any application 
recommended by Tremco illbruck, but 
which is proved to be defective, will be 
replaced free of charge.
No liability can be accepted for the 
information provided in this leaflet 
although it is published in good faith and 
believed to be correct.
Tremco illbruck Limited reserves the 
right to alter product specifications 
without prior notice, in line with Company 
policy of continuous development and 
improvement.

Fig 1: Strong but flexible bonding of IG 
units to window frame or sash

Fig 2: Bonding for partial reinforcement 
of the sash 

Fig 3: Bonding of profiles which don‘t 
allow metal reinforcement 

Fig 4: Intrusion-resistant glazing 


